An Exceptional Drum With
Superior Characteristics

e C55UP flange openings accept industry
standard high purity pump and gasket
styles used in ultra clean applications.

e C55UP drums are certified for ultra clean
integrity in U.S. COEXCELLs Class 100
testing room configured with a Class 1
particle environment. U.S. COEXCELL's
in house testing can provide cleanliness
certification to a particle level of 0.2 microns.

¢ Patented drum design with integral
sump below the flange for maximum
content pumping capability.

* Certified trace metals analysis.

¢ UN tested and certified compliance for
transport of Group Il and Group Il
chemistry.

e Three layer drum configuration isolates
color concentrates and UV stabilizers in
the outside and middle layers of the
C55UP drum.

e Virgin liner layer made with proprietary
ultra clean resin helps ensure chemical
contact with pure HDPE only.

¢ Proven two piece drum design allows for
inventory identification through multiple
color combinations of drum body and
handling ring.

¢ Two handling ring heights available for
custom designed pump assembly PATENTED AND

protection. EXCLUSIVE
MOLD DESIGN
PROMOTES
SUPERIOR
DRAINABILITY

(®) sPECIFICATION

Top Diameter 23.8" (60.5 cm)
byl Overall Height ~ (std profile) 36.5" (92.7 cm)
ENVIRONMENT USED TO (tall profile) 38.25" (97.2 cm)
CERTIFY CSSUP PURITY Min. Wall Thickness 0.125” (0.32 cm)

Overflow Capacity 60 gal. (227 liter)

Drum Body Weight 24 Ibs. (10.9 kg)




